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ion of Document] Specification 
[Title of the Invention] VEHICLE DRIVING SYSTEM 
[ Claims ] 

[Claim 1] A vehicle driving system comprising a 
synchronizing shaft adapted for synchronously rotating 
with a crankshaft of an engine, a drive shaft for driving 
an auxiliary unit, a planetary gear mechanism having 
elements such as a sun gear, a pinion carrier and a ring 
gear, the synchronizing shaft and the drive shaft being 
adapted for connection to any two of the elements, 
respectively, a motor adapted for connection to the 
remaining element of the planetary gear mechanism, 
connecting means for connecting together the two or more 
elements of the planetary gear mechanism, and rotation 
restricting mechanism for restricting the rotation of 
the drive shaft in one direction, wherein the planetary 
gear mechanism, the motor, the connecting means and the 
drive shaft are coaxially disposed in line. 
[Claim 2 ] A vehicle driving system as set forth in Claim 
1, wherein the connecting means, the motor, the planetary 
gear mechanism and the drive shaft are disposed in that 
order . 

[Claim 3] A vehicle driving system as set forth in Claim 
1 or 2 , wherein the planetary gear mechanism is constructed 
as a single pinion planetary gear mechanism in which the 
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synchronizing shaft, the pinion carrier and the drive 
shaft are connected to the pinion carrier, the sun gear 
and the ring gear, respectively, and wherein the 
connecting means and the planetary gear mechanism are 
disposed adjacent to the motor, respectively, in such 
a manner as to hold the motor therebetween, the connecting 
means being disposed one side of the motor, the planetary 
gear mechanism being disposed on the other side thereof, 
with the drive shaft being disposed adjacent to the 
planetary gear mechanism at a location thereof which is 
opposite to a location where the motor is disposed. 
[Claim 4] A vehicle driving system as set forth in any 
of Claims 1 to 3 , wherein a pulley is provided on the 
synchronizing shaft, the connecting means being disposed 
in the interior of the pulley. 

[Claim 5] A vehicle driving system as set forth in any 
of Claims 1 to 4 , wherein the rotation restricting means 
is disposed adjacent to the planetary gear mechanism. 
[Claim 6] A vehicle driving system as set forth in any 
of Claims 1 to 5, wherein the drive shaft and the auxiliary 
unit are disposed on different axes. 
[Detailed Description of the Invention] 
[ 0001 ] 

[Technical Field to which the Invention Belongs] 

The present invention relates to a driving system 
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for vehicles which employ an internal combustion engine 
as driving force, and more particularly to a driving system 
for vehicles which are designed such that the engine 
automatically stop idling while they are brought to a 
stop or hybrid vehicles in which another power source 
is used to run them with the internal combustion engine 
being brought to a stop. 
[ 0002 ] 
[Prior Art] 

Vehicles attracting people's attention in recent 
years are hybrid vehicles which are run by a motor using 
regenerative power and power generated while an engine 
is driven with the engine being brought to a halt in 
low-load driving conditions and while the vehicles are 
at rest and vehicles which are designed such that the 
engine automatically stops idling when the vehicles are 
brought to a stop or automatic engine idling stop vehicles . 

Some of these hybrid and automatic engine idling 
stop vehicles are equipped with an auxiliary motor, for 
example, which is exclusively used for driving an 
auxiliary unit such as an air conditioner compressor even 
when the engine stops (for example, refer to Patent 
Literature No. 1). 

In addition, in other hybrid and automatic engine 
idling stop vehicles, a motor, which is also designed 
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to function as a starter, is linked to the engine and 
the auxiliary unit, and a clutch is provided on the 
crankshaft, whereby a torque transmission between the 
motor and the engine is cut off and the auxiliary unit 
can be driven by the motor (refer to Patent Literature 
No. 2, for example). Here, some of the motors are provided 
with a planetary gear mechanism and a one-way clutch which 
are combined to switch reduced speed ratios so as to deal 
with the rotational speed characteristics relative to 
the crankshaft of the motor as the starter and the 
rotational speed characteristics of the motor as a 
generator, (refer to Patent Literature Nos . 3, 4, for 
example ) . 
[0003] 

[Patent Literature No. 1] 
Japanese Patent No. 3180506 
[Patent Literature No. 2] 
JP-A-2000-120463 
[Patent Literature No. 3] 
Japanese Patent No. 2758642 
[Patent Literature No . 4 ] 
JP-B-35-14402 
[0004 ] 

[Problems that the Invention is to Solve] 

However, mounting the auxiliary motor only for 
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driving the auxiliary unit such as the air conditioner 
compressor causes a problem that the number of components 
is increased, which increases, in turn, the production 
costs. In addition, even in the case where the motor 
which also functions as the starter is used to drive the 
auxiliary unit, providing the clutch on the crankshaft 
of the engine results in an increase in the longitudinal 
dimension of the engine along the crankshaft , which causes 
a big problem in a case where a space for installing the 
engine is limited. 

Furthermore, in a case where the driving system 
comprising the motor and the planetary gear mechanism 
is disposed substantially in parallel with the crankshaft, 
there is caused a problem that the engine installation 
space is largely limited due to the layout of intake and 
exhaust manifolds of the engine. 

The invention was made in view of the situations, 
and an object thereof is to provide a vehicle driving 
system which can drive the auxiliary unit while the engine 
is stopped, start up the engine and charge the battery 
with a single motor and a simple and easy construction 
and which can provide good mounting properties. 
[ 0005 ] 

[Means for Solving the Problems] 

As a means for solving the problems, according to 
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a first aspect of the invention, there is provided a vehicle 
driving system comprising a synchronizing shaft (for 
example, a pulley shaft 14 in an embodiment) adapted for 
synchronously rotating with a crankshaft of an engine, 
a drive shaft (for example, an auxiliary unit drive shaft 
19) for driving an auxiliary unit, a planetary gear 
mechanism (for example, a planetary gear mechanism port ion 
13 in the embodiment) having elements such as a sun gear, 
a pinion carrier and a ring gear, the synchronizing shaft 
and the drive shaft being adapted for connection to any 
two of the elements, respectively, a motor (for example, 
a motor 12 in the embodiment ) adapted for connection to 
the remaining element of the planetary gear mechanism, 
a connecting means (for example, a lock-up clutch 21 in 
the embodiment) for connecting together the two or more 
elements of the planetary gear mechanism, and a rotation 
restricting mechanism (for example, one-way clutch 22 
in the embodiment) for restricting the rotation of the 
drive shaft in one direction, wherein the planetary gear 
mechanism, the motor, the connecting means and the drive 
shaft are coaxially disposed in line. 
[0006] 

According to a second aspect of the invention, there 
is provided a vehicle driving system as set forth in the 
first aspect of the invention, wherein the connecting 
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means, the motor, the planetary gear mechanism and the 

drive shaft are disposed in that order. 

[0007] 

According to the construction provided by the first 
and second aspects of the invention, by releasing the 
two or more elements of the planetary gear mechanism from 
the connected state by the connecting means and causing 
the motor to operate in a direction in which the rotational 
direction of the drive shaft is restricted by the rotation 
restricting means, the torque of the motor is changed 
in magnitude through the elements of the planetary gear 
mechanism and is then transmitted to the synchronizing 
shaft so as to start up the engine. 

In addition, by releasing the elements of the 
planetary gear mechanism from the connected state by the 
connecting means and causing the motor to operate in a 
direction in which the rotational direction of the motor 
is permitted by the rotational direction restricting means , 
the motor torque is change in magnitude through the 
elements of the planetary gear mechanism and is then 
transmitted to the auxiliary unit drive shaft so as to 
drive the auxiliary unit. 
[0008] 

Furthermore, by bringing the connecting means into 
an engaged condition to thereby connect together the two 
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or more elements of the planetary gear mechanism, all 
the three elements are integrated together so that the 
synchronizing shaft and the drive shaft are brought into 
a directly connected condition, whereby the auxiliary 
unit can be driven by virtue of the engine torque. 

Then, the planetary gear mechanism, the motor, the 
connecting means and the auxiliary unit drive shaft can 
be coupled together on the same axis, and the auxiliary 
unit can be connected on the same axis. 
[ 0009 ] 

According to a third aspect of the invention, there 
is provided a vehicle driving system as set forth in the 
first or second aspect of the invention, wherein the 
planetary gear mechanism is constructed as a single pinion 
planetary gear mechanism in which the synchroniz ing shaft , 
the pinion carrier and the drive shaft are connected to 
the pinion carrier, the sun gear and the ring gear, 
respectively, and wherein the connecting means and the 
planetary gear mechanism are disposed adjacent to the 
motor, respectively, in such a manner as to hold the motor 
therebetween, the connecting means being disposed one 
side of the motor, the planetary gear mechanism being 
disposed on the other side thereof, with the drive shaft 
being disposed adjacent to the planetary gear mechanism 
at a location thereof which is opposite to a location 



8 



where the motor is disposed. 
[0010] 

According to the construction, when transmitting 
the motor torque to the synchronizing shaft of the engine 
or to the drive shaft, the motor torque can be amplified 
through the elements of the planetary gear mechanism. 
In addition, when connecting the auxiliary unit to the 
drive shaft in line, there is no need to make the shaft 
of the auxiliary unit hollow. 
[0011] 

According to a fourth aspect of the invention, there 
is provided a vehicle driving system as set forth in any 
of the first to third aspects of the invention, wherein 
a pulley (for example, a pulley 11 in the embodiment) 
is provided on the synchronizing shaft, the connecting 
means being disposed in the interior of the pulley. 

According to the construction, there can be provided 
a nest construction in which the connecting means is 
disposed in the interior of the pulley. 
[0012 ] 

According to a fifth aspect of the invention, there 
is provided a vehicle driving system as set forth in any 
of the first to fourth aspects of the invention, wherein 
the rotation restricting means is disposed adjacent to 
the planetary gear mechanism. 
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According to the construction, a single oil chamber 
can commonly be used for lubricating both the planetary 
gear mechanism and the rotational direction restricting 
means . 
[0013 ] 

According to the construction, there is provided 
a vehicle driving system as set forth in any of the first 
to fifth aspects of the invention, wherein the drive shaft 
and the auxiliary unit are disposed on different axes. 

According to the construction, the driving system 
and the auxiliary unit can be laid out according to a 
space in the vehicle which is available for installing 
them. 
[0014 ] 

[Mode for Carrying out the Invention] 

An embodiment of the invention will be described 
below by reference to the accompanying drawings. 

As shown in Fig. 1, an internal combustion engine 
1 according to an embodiment of the invention has a water 
pump 3 and a driving system 10 which is coaxially connected 
to an air conditioner compressor 4 on a side of the engine 
which extends along a longitudinal direction of a 
crankshaft thereof, and the water pump 3, the compressor 
4 and the driving system 10 are disposed substantially 
in parallel with the crankshaft 2 (or are side mounted) 
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so as to avoid the interference with an inlet manifold 
IN. 

[0015] 

A crankshaft pulley 5 is provided at an end of the 
crankshaft 2, and a belt 8 is wound around the crankshaft 
pulley 5, a water pump pulley 6 provided on the water 
pump 3, a pulley 11 provided at one end of the driving 
system and an idler pulley 7 so as to link them to one 
another. The driving system 10 is provided with a motor 
12 , which will be described later on, and this motor 12 
functions as a starter for the engine 1 and a generator 
and is designed to drive the compressor 4, which is an 
auxiliary unit, when the engine 1 is brought to a stop. 
Here, the rotational direction of the crankshaft pulley 
5 is indicated by an arrow E, and the rotational direction 
of the pulley 11 of the driving system 10 is indicated 
by an arrow P. Note that a reference numeral 9 denotes 
a tension pulley and that reference characters EX denote 
an exhaust manifold. 
[0016] 

As shown in Fig. 2 , the pulley 11 , which synchronously 
rotates with the crankshaft 2 , is disposed at the front 
of the driving system 10 (or on a left-hand side of the 
driving system 10 in the figure) , and the motor 12 , which 
drives coaxially with the pulley 11, is disposed behind 
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the pulley 11 (or on a right-hand side of the pulley 11 
in the figure) . Furthermore, a planetary gear mechanism 
portion (a planetary gear mechanism) 13 is disposed behind 
the motor 12 coaxially therewith. The pulley 11 connects 
to a pinion carrier 15 of the planetary gear mechanism 
portion 13 via the pulley shaft (synchronizing shaft) 
14, and the motor 12 connects to a sun gear 17 of the 
planetary gear mechanism portion 13 via a rotor shaft 
16 . Then, by allowing a differential motion to take place 
in the planetary gear mechanism portion 13, the pulley 
11 and the motor 12 are linked to each other at a 
predetermined reduced gear ratio, and an auxiliary unit 
drive shaft ( a drive shaft ) 19 can be driven which connects 
to a ring gear 18 from the rear of the planetary gear 
mechanism portion 13. Here, the rotor shaft 16 is formed 
as a hollow shaft, and the pulley shaft 14 rotatably passes 
therethrough . 
[0017 ] 

A lock-up clutch (a connecting means) 21 for 
connecting the pulley shaft 14 with the rotor shaft 16 
is placed in an inner circumferential portion of the pulley 
11 so as to make the planetary gear mechanism portion 

13 operate as an integrated unit, whereby the pulley shaft 

14 and the rotor shaft 16 can be direct connected to the 
auxiliary unit drive shaft 19 so that all the shafts can 
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be driven together. A one-way clutch (a rotational 
direction restricting means) 22 for restricting the 
rotation of the pulley 11 only in a clockwise direction 
(a direction indicated by the arrow P) is disposed on 
an outer circumferential portion of the auxiliary unit 
drive shaft 19. In addition, an auxiliary unit clutch 
23 is provided at a rear end portion of the auxiliary 
unit drive shaft 19 for engagement with and disengagement 
from the compressor 4 to effect and cut of f the transmission 
of torque to the compressor 4. Here, the motor 12, the 
planetary gear mechanism portion 13, the auxiliary unit 
drive shaft 19 and the one-way clutch 22 are accommodated 
in a main body casing 24. Then, the pulley 11, the motor 
12 , the planetary gear mechanism portion 13 , the auxiliary 
unit drive shaft 19, the lock-up clutch 21, the one-way 
clutch 22 and the auxiliary unit clutch 23 are disposed 
in line in such a manner as to share an axis C to thereby 
constitute the driving system 10. 
[0018] 

As shown in Fig. 3 , a round tubular portion 27 through 
which the rotor shaft 16 is allowed to pass is formed 
on a front wall 26 of the main body casing 24 behind the 
pulley 11 insucha manner as to protrude forward therefrom, 
and the pulley 11 is rotatably supported on the main body 
casing 24 by ball bearings 28 which are provided in a 
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plurality of rows on an outer circumferential portion 
of the round tubular portion 27. A pulley plate 31 is 
attached to a front side of the pulley 11 via an extension 
29, and a front end of the pulley shaft 14 is connected 
to a central portion of the pulley plate 31 so attached. 
Needle bearings 32 adapted for abutment with an inner 
circumferential portion of the rotor shaft 16 are 
installed on an outer circumferential portion of the 
pulley shaft 14 , whereby the pulley shaft 14 is rotatably 
supported on the rotor shaft 16. A flattened rotor disc 
34 is disposed between the pulley plate 31 and a front 
wall portion 33 of the pulley 11, and the rotor disc 34 
is connected to a front end portion of the rotor shaft 
16 which extends as far as a vicinity of the pulley plate 
31 . 

[0019] 

In addition, the pulley 11 is formed into a U-like 
shape which is made to open to the motor 12 side as viewed 
in a longitudinal cross section taken along any side 
thereof, and an exciting coil 2 5 is disposed in the interior 
of the pulley 11 in such a manner as to extend long a 
circumferential direction of the pulley 11. An armature 
(a clutch plate) 35 is attached to a rear side of the 
rotor disc 34. This armature 35 is biased by means of 
a leaf spring 36 so as to be brought into abutment with 
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the rear side of the rotor disc 34, in which state the 
armature 35 and the front wall portion 33 of the pulley 
11 are spaced apart from each other. Then, when the 
exciting coil 25 within the pulley 11 is energized, a 
magnetic force generated in the exciting coil 25 attracts 
the armature 35, whereby the armature 35 comes to adhere 
to the front wall portion 33 of the pulley 11, in which 
state the armature 35 engages with the front wall portion 
33 of the pulley 11. Consequently, the electromagnetic 
lock-up clutch 21 comprising the exciting coil 25, the 
armature 35 and the front wall portion 33 of the pulley 
11 itself is disposed in the inner circumferential portion 
of the pulley 11, whereby the pulley 11 and the lock-up 
clutch 21 are arranged in a nest construction. 
[0020] 

The armature 35 connects to the sun gear 17 of the 
planetary gear mechanism portion 13 via the rotor shaft 
16, and the pulley 11 connects to the pinion carrier 15 
via the pulley shaft 14 . Consequently, since the sun gear 
17 and the pinion carrier 15 which are integral to the 
planetary gear mechanism portion 13 are connected together 
by bringing the lock-up clutch 21 into an engaged state 
(ON) to thereby make the planetary gear mechanism portion 
13 operate as a complete unit, the auxiliary unit drive 
shaft 19 connected to the ring gear 18 can be direct 
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connected to or locked up with the rotor shaft 16 and 
the pulley shaft 14 so that all the shafts can be driven 
together. Note that a state in which the armature 35 is 
spaced apart from the front wall portion 33 of the pulley 
11 is referred to as a released or disengaged state of 
the lock-up clutch 21 (OFF). 
[0021] 

As shown in Fig. 4, a rotor 39 of the motor 12 is 
provided with a plurality of magnets 38 around an outer 
circumferential portion thereof , and a stator 42 is 
provided with a plurality of motor coils 41 which are 
disposed so as to face the respective magnets 38 in a 
radial direction and are connected in three phases. The 
stator 42 is fixed to an inner wall of the main body casing 
24 , and by supplying exciting currents in U-phase, V-phase 
and W-phase to the respective motor coils 41, the rotor 
39 is allowed to rotate clockwise and counterclockwise. 
The rotor shaft 16 and the pulley shaft 14 pass through 
a rotor yoke 43 of the rotor 39 along the axis C. Splines 
are formed in the outer circumferential portion of the 
rotor shaft 16 at a location thereof which radially 
overlaps the rotor yoke 43, and when the rotor yoke 43 
is press fitted on this splines formed portion 44 , the 
rotor shaft 16 and the rotor 39 are connected together. 
[ 0022 ] 
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A bulkhead 45 is provided on the main body casing 
24 between the motor 12 and the planetary gear mechanism 
portion 13, and the motor 12 is disposed in such a manner 
as to provide predetermined spaces between front and rear 
ends thereof and the front wall 26 and the bulkhead 45, 
respectively. A projecting portion 46 is formed on the 
front wall 26 of the main body casing 24 by causing a 
portion of the front wall 26 in the vicinity of the rotor 
shaft 16 to project toward the motor 12 side, and ball 
bearings 47 are mounted in an inner circumferential 
portion of the projecting portion 46. In addition, as 
with the front wall 26, a projecting portion 48 is also 
formed on the bulkhead 45 of the main body casing 24 by 
causing a portion of the bulkhead 45 in the vicinity of 
the rotor shaft 16 to project toward the motor 12 side, 
and ball bearings 49 are mounted in an inner 
circumferential portion of the projecting portion 48. 
Then, the rotor shaft 16 is rotatably supported in the 
main body casing 2 4 by means of the respective ball bearings 
47 , 49 . Here, an oil seal 51 is mounted in front of the 
ball bearings 49 in the inner circumferential portion 
of the projecting portion 48 of the bulkhead 45 for 
establishing a sealing between an inner circumferential 
surface of the projecting portion 48 and an outer 
circumferential surface of the rotor shaft 16. 
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[0023] 

A diametrically reduced portion 53 is formed in front 
of the splines formed portion 44 of the rotor shaft 16 
via a surface 52 constituting a difference in diameter 
or a step which intersects with the axis C at substantially 
right angles. A annular sensor guide 54 is press fitted 
on the diametrically reduced portion 53, and part of a 
rear side of the sensor guide 54 is brought into abutment 
with the step constituting surface 52, whereby the sensor 
guide 54 is positioned in place. An arm portion 56 is 
formed on the sensor guide 54 in such a manner as to extend 
forward while avoiding the interference with the 
projecting portion 46. A resolver rotor 57 including 
magnets and electromagnetic steel plates is mounted on 
an outer circumferential portion of the arm portion 56, 
and a resolver stator 58 is mounted in an inner 
circumferential portion of the main body casing 24 in 
such a manner as to face the resolver rotor 57 in the 
radial direction. The sensor guide 54, resolver rotor 
57 and resolver stator 58 constitute a resolver (a rotating 
sensor) 59. When the resolver rotor 57 rotates together 
with the rotor 39, a change in inductance generated in 
a coil (not shown) on the resolver stator 58 is detected 
to thereby measure the angular velocity of the rotor 39. 
The resolver 59, the projecting portion 46 and the ball 
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bearings 47 - are disposed to be aligned in the radial 
direction and hence are arranged in a nest construction. 
[0024 ] 

An annular bus ring 61 is provided behind the stator 
42 for establishing connections to the motor coils 41 
in the respective phases. Furthermore, distributing 
cables 63 for supplying exciting currents in the 
respective phases are laid out to extend between an upper 
portion of the bus ring 61 and a terminal box 62 provided 
at an upper portion of the main body casing 24. 
Distributing components 60 such as the bus ring 61 and 
the distributing cables 63 are disposed to be aligned 
with the projecting portion 48, the ball bearings 49 and 
the oil seal 51 in the radial direction, whereby all these 
components are arranged in a nest construction. Here, 
reference numeral 64 denotes needle bearings which are 
provided to form pairs with the needle bearings 32 . These 
needle bearings 32 , 64 have a sealing function, and grease 
can be encapsulated within a space formed between the 
rotor shaft 16 and the pulley shaft 14 and more particularly 
between the respective needle bearings 32, 64. 
[0025] 

As shown in Fig. 5, the planetary gear mechanism 
portion 13, the auxiliary unit drive shaft 19 and the 
one-way clutch 22 are disposed behind the bulkhead 45 
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in the main body casing 24. A gear is formed in an outer 
circumferential surface of a rear end portion of the rotor 
shaft 16 , and this gear formed portion 65 of the rotor 
shaft 16 constitutes the sun gear 17 of the planetary 
gear mechanism port ion 13 . In addition, a rear end portion 
of the pulley shaft 14 extends as far as a position rearward 
of the sun gear 17 , and a portion 66 where the pinion 
carrier 15 is fitted on is spline coupled to the rear 
end portion, whereby the pulley shaft 14 and the pinion 
carrier 15 are connected together. Then, the ring gear 
18 is connected to a front end portion of the auxiliary 
unit drive shaft 19 via a plate 67. Here, as shown in 
Fig. 7, the planetary gear mechanism portion 13 is formed 
into a single pinion planetary gear set having a single 
row of pinion gears 15a, and the sun gear 17 , the pinion 
gears 15a and the ring gear 18 are constructed such that 
a radius ratio of about 1 to about 1 to about 3 is established 
among the respective gear elements when taking the sun 
gear 17 as about 1. 
[0026] 

A projecting portion 69 is formed on a rear wall 
68 of the main body casing 24 by causing a portion of 
the rear wall 68 in the periphery of the auxiliary unit 
drive shaft 19 to project toward the planetary gear 
mechanism portion 13 side, and an annular clutch guide 
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71 is fixed to this projecting portion 69. As shown in 
Fig- 8, a plurality of cam parts 72 are arranged in an 
inner circumferential direction in an inner 
circumferential portion of the clutch guide 71, and the 
mechanical one-way clutch 22 is made up of the clutch 
guide 71, the cam parts 72 , and the auxiliary unit drive 
shaft 19. When a torque is exerted on the auxiliary unit 
drive shaft 19 in the direction indicated by the arrow 
P ( in the clockwise direction of the pulley ) by the one-way 
clutch 22, the auxiliary unit drive shaft 19 is permitted 
to rotate, whereas a torque is exerted on the auxiliary 
unit drive shaft 19 in an opposite direction to the 
direction indicated by the arrow P, the auxiliary unit 
drive shaft 19 is brought into engagement with the clutch 
guide 71 by virtue of a wedge effect of the cam parts 

72 , whereby the auxiliary unit drive shaft 19 is restricted 
from rotating in that direction. Ball bearings 73, 74 
are mounted in front of and behind the cam parts 72 in 
an inner circumferential portion of the clutch guide 71, 
and the auxiliary unit drive shaft 19 is rotatably 
supported in the main body casing 24 by means of these 
ball bearings 73, 74. 

[0027 ] 

A ring-like end part 75 is mounted on the rotor shaft 
16 at a rear end thereof, and a rear end surface 76 of 
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the rotor shaft 16 is constituted by this end part 75. 
In addition, a contact surface 77, which confronts the 
rear end surface 76 in the direction of the axis C, is 
formed on the pinion carrier 15. Thrust bearings 78 are 
interposed between the rear end surface 76 and the contact 
surface 77 so as to bear a thrust load generated between 
the pinion carrier 15 and the rotor shaft 16. Similarly, 
thrust bearings 82 are interposed between a front end 
surface 79 formed on the auxiliary unit drive shaft 19 
and a rear contact surface 81 formed on the pinion carrier 

15 in such a manner as to confront the front end surface 
79 in the direction of the axis C so as to bear a thrust 
load generated between the pinion carrier 15 and the 
auxiliary unit drive shaft 19. 

[0028] 

In addition, an oil seal 84 is mounted in an inner 
circumferential portion of an opening 83 formed in the 
rear wall 68 of the main body casing 24 in such a manner 
as to establish a sealing between an inner circumferential 
surface of the opening 83 and the outer circumferential 
surface of the auxiliary unit drive shaft 19. 
Additionally, an oil seal 85 is mounted in the rotor shaft 

16 at the rear end portion thereof for establishing a 
sealing between an inner circumferential surface of the 
rear end portion and the outer circumferential surface 
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of the pulley shaft 14 . Then, as has been described above, 
the oil seal 51 is mounted in the projecting portion 48 
of the bulkhead 45, whereby a space formed behind the 
bulkhead 45 in the main body casing 24 is constructed 
as an oil chamber 86 by the respective oil seals 51, 84, 
85, By filling this oil chamber 86 with a lubricating 
oil, the planetary gear mechanism portion 13 and the 
one-way clutch 22 can equally be lubricated using the 
oil chamber 86 and the lubricating oil so filled therein 
which are shared therebetween. In addition, the ball 
bearings 49 which carries the rotor shaft 16 and the ball 
bearings 73 , 74 which carry the auxiliary unit drive shaft 
19 are disposed within the oil chamber 86, whereby those 
ball bearings 73 , 74 can be lubricated with the lubricating 
oil which is shared by the same ball bearings. 
[0029] 

The terminal box 62 for connecting the motor 12 with 
an electric equipment system of the vehicle is provided 
on the outer circumferential portion of the main body 
casing 24 above the planetary gear mechanism portion 13. 
A front lower portion of the terminal box 62 is constructed 
so as to communicate with a space in front of the bulkhead 
45, and the distributing cables 63 of the motor 12 are 
arranged to extend from this connecting portion to the 
interior of the terminal box 62 . In addition, connecting 
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end portions 87 of feeding cables which correspond to 
the U-phase, V-phase and W-phase are mounted from a rear 
end of the terminal box 62. Then, terminal portions 88 
in the respective phases which are provided at one ends 
of the corresponding distributing cables 63 are connected 
to terminal portions 87a provided at distal ends of the 
connecting end portions 87 of the feeding cables, 
respectively, by means of respective bolts 89. 
[ 0030 ] 

As shown in Fig. 6, a rotor plate 91 of the auxiliary 
unit clutch 23 is mounted on the auxiliary unit drive 
shaft 19 at the rear end portion thereof, and the rotor 
plate 91 is connected to a rotor portion 93 via an extension 
92. A round tubular portion 4a is formed at a front part 
of the compressor 4 in such a manner as to protrude 
therefrom, and the rotor portion 93 and the round tubular 
portion 4a are made to rotate freely relative to each 
other by means of a plurality of ball bearings 95 provided 
around an outer circumferential portion of the round 
tubular portion 4a. 

In addition, the rotor portion 93 is formed into 
a U-like shape which is made to open to the compressor 
4 side as viewed in a longitudinal cross section taken 
along any side thereof, and an exciting coil 94 is disposed 
in the interior of the rotor portion 93. A flattened 
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armature disc 97 is disposed between the rotor plate 91 
and a front wall portion 96 of the rotor portion 93 and 
is then connected to a distal end portion of an auxiliary 
unit shaft 4b which protrudes forward from the round 
tubular portion 4a. An armature 98 is attached to a rear 
side of the armature disc 97 and is biased by means of 
a leaf spring 99 so as to be in abutment with the rear 
side of the armature 98 (a released state). 
[0031] 

Then, when the exciting coil 94 is energized so that 
the armature 98 is attracted so as to adhere to the front 
wall portion 96 of the rotor portion 93 , the auxiliary 
unit clutch 23 is brought into an engage state (ON) , whereas 
when the compressor 4 does not need to be driven, the 
auxiliary unit clutch 23 is brought into the released 
state ( OFF ) so as to reduce the torque loss, thereby making 
it possible to reduce the consumption of power and fuel. 
Here, since power sources such as the pulley 11 and the 
motor 12 are disposed in front of the planetary gear 
mechanism portion 13 and the compressor 4, which is the 
auxiliary unit, is disposed behind or an opposite side 
of the planetary gear mechanism portion 13 to the side 
where the power sources are disposed, the auxiliary unit 
shaft 4b does not have to be formed into a hollow shaft, 
and therefore a scroll compressor can be adopted. 
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[0032] 

Next, functions of the driving system 10 when the 
engine is started up, power is generated and the auxiliary 
unit is driven will be described below, respect ively . 

As shown in a speed diagram in Fig. 9 , when the engine 
is started up by the motor 12 f the lock-up clutch 21 is 
disengaged, and the differential motion is allowed to 
take place in the planetary gear mechanism portion 13. 
Then, power is supplied to the motor 12 so as to generate 
a torque in the clockwise direction (the direction 
indicated by the arrow P), and the sun gear 17 is driven 
together with the rotor shaft 16. Since the friction of 
the engine 1 is exerted on the pinion carrier 15 which 
is linked to the engine 1 via the pulley shaft 14 , although 
the ring gear 18 attempts to rotate in a reverse direction 
(an opposite direction to the direction indicated by the 
arrow P) via the pinion gears 15a, since the auxiliary 
unit drive shaft 19 which is connected to the ring gear 
18 is restricted by the one-way clutch 22, the auxiliary 
unit drive shaft 19 cannot rotate in the reverse direction. 
Consequently, with the ring gear 18 being fixed, the 
planetary gear mechanism portion 13 operates as a 
reduction gear with a rotational ratio between the sun 
gear 17 and the pinion carrier 15 of 4 to 1, and thus 
the pulley shaft 14 can be driven to crank the engine 
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1 by a torque which is about four times larger than that 
of the motor 12. Moreover, since the speed is reduced 
by the planetary gear mechanism portion 13 , the motor 

12 can be driven in a high-speed area which provides good 
efficiency . 

[0033 ] 

In addition, as shown in a speed diagram in Fig. 
10, when the auxiliary unit is driven by the motor 12 
while the engine is being stopped, the lock-up clutch 
21 is released, and the planetary gear mechanism portion 

13 is allowed to produce a differential motion. Then, 
the motor 12 is caused to generate a torque in the reverse 
direction, so that the sun gear 17 is driven together 
with the rotor shaft 16. Since the friction of the engine 
1 in the reverse direction is exerted on the pinion carrier 
15 which is linked to the engine 1 via the pulley shaft 
14, the pinion carrier 15 does not rotate, whereas the 
ring gear 18 rotates in the clockwise direction via the 
pinion gears 15a. Consequently, with the pinion carrier 
15 being fixed, the planetary gear mechanism portion 13 
operates as the reduction gear with a rotational ratio 
between the sun gear 17 and the ring gear 18 of 3 to 1, 
and thus the auxiliary unit drive shaft 19 can be driven 
to operate the compressor 4 by a torque which is about 
three times larger than that of the motor 12. Moreover, 
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since the speed is reduced by the planetary gear mechanism 
portion 13, the motor 12 is allowed to be driven in the 
high-speed area which provides good efficiency. 
[0034] 

Additionally , as shown in a speed diagram in Fig. 
11 , when the auxiliary unit is driven by the engine, the 
lock-up clutch 21 is engaged so that the pulley shaft 
14 and the rotor shaft 16 are direct connected to each 
other. Namely, the planetary gear mechanism portion 13 
is made to operate as an integrated unit, and the pulley 

11 can be driven while it is being direct connected to 
the compressor 4. As this occurs, the motor 12 is driven 
while it is being direct connected to the pulley 11, and 
by controlling the motor 12 as a generator, the battery 
can be charged. On the contrary, by controlling the motor 

12 as an electric motor, the compressor 4 can be driven 
using both the engine 1 and the motor 12 or the motor 
12 can assist the engine 1 in driving. 

[0035] 

Next, referring to Figs. 12 to 14, an engine system 
incorporating therein the driving system 10 will be 
described. The engine system, as used herein, includes 
the engine 1, the driving system 10, the compressor 4 
and an ECU which controls the operation of the first three 
constituent components, as shown in Fig. 12. Note that 
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like reference numerals are imparted to like components 
to those described above and the description thereof will 
be omitted here. 
[0036] 

The ECU is electrically connected to the lock-up 
clutch 21 and the auxiliary unit clutch 23 so as to switch 
the states of these clutches between a released or 
disengaged state and an engaged state. In addition, fuel 
injection signals and engine rotational speed signals 
are inputted from the engine 1 into the ECU, so that whether 
or not the engine itself is producing a torque is determined . 
For example, a signal is generated to bring the lock-up 
clutch 21 into an engaged (ON) or disengaged (OFF) state. 
Here, in this engine system, a mechanical one-way clutch 
22 ' , which is similar to the one-way clutch 22 , is provided 
at an end portion of the crankshaft 2 of the engine 1 
so as to restrict the reverse rotation of the crankshaft 
2, whereby when the auxiliary unit is driven by the motor 
12 , the compressor 4 can be driven free from any restriction 
resulting from the engine 1 friction. 
[0037] 

A control flowchart shown in Fig. 13 shows a control 
procedure of the lock-up clutch 21. Firstly, in step SI, 
whether or not a lock-up clutch ON signal is being out put ted 
is determined. In case of NO (in case the lock-up clutch 
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21 is disengaged or released), in step S2, whether or 
not the engine rotational speed is equal to or larger 
than a specified rotational speed is determined. In case 
of NO, then, stop the series of processes, whereas in 
case of YES, in step S3, whether or not a fuel injection 
signal is ON is determined. In case of No, then, stop 
the series of processes, whereas in case of YES, in step 
S4, the operating condition of the engine is determined, 
and thereafter, in step S5, output a lock-up clutch ON 
signal, and then stop the series of processes. 
[0038] 

In addition, in step SI, in case the lock-up clutch 
ON signal is outputted (in case the lock up clutch 21 
is engaged) , in step S6, whether or not the fuel injection 
signal is OFF is determined. In case of NO, then, stop 
the series of processes, whereas in case of YES, in step 
S7, determine on the operating condition of the engine, 
and thereafter, in step S8, output a lock-up clutch OFF 
signal, and stop the series of processes. 
[0039] 

As shown in Fig. 14, in a vehicle equipped with the 
engine system, when the engine is stopped with the air 
conditioner being switched off, the lock-up clutch 21 
is switched off (disengaged), and the motor 12 remains 
inoperative. As this occurs, the conditions of the 
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one-way clutches 22 , 22 ' and the auxiliary unit clutch 
23 are of no importance. 

In addition, when the engine is stopped with the 
air conditioner being switched on, the lock-up clutch 

21 is switched off, the one-way clutch 22 is made free, 
the one-way clutch 22' is locked up, and the auxiliary 
unit clutch 23 is switched on (engaged) . Then, the motor 
12 rotates in the counterclockwise or reverse direction 
and performs motor drive to drive the compressor 4. 
[0040] 

Additionally, when the engine is started up, the 
lock-up clutch 21 is switched off, the one-way clutch 

22 is locked up, and the one-way clutch 22' is made free. 
Then, the motor 12 rotates in the forward or clockwise 
direction and performs motor drive to crank the engine. 
As this occurs, the condition of the auxiliary unit clutch 

23 is of no importance. 

Furthermore, when the engine is in operation with 
the air conditioner being switched on, the lock-up clutch 
21 and the auxiliary unit clutch 23 are switched on, and 
the one-way clutches 22 , 22' are made free. Then, the 
motor 12 rotates in the clockwise direction and performs 
motor drive or generates power. 

Then, when the engine is in operation with the air 
conditioner being switched off, the lock-up clutch 21 



31 



is switched on, the auxiliary unit clutch 23 is switched 
off, and the one-way clutches 2 2 , 2 2 ' are made free. Then, 
the motor 12 rotates in the clockwise direction and 
performs motor drive or generates power. 
[0041] 

According to the embodiment that has been described 
heretofore, only by incorporating the driving system 10 
into the engine system of the vehicle and controlling 
the operation of the lock-up clutch 21 and the auxiliary 
unit clutch 23 and the driving of the motor 12, it is 
possible to implement various operation modes such as 
starting up the engine 1, driving the compressor 4 while 
the engine 1 is being stopped, and driving the compressor 
4 by the engine 1. Thus, according to the embodiment, 
since the auxiliary unit such as the compressor 4 can 
be driven by the motor 12 when the engine 1 is stopped 
while the hybrid or automatic idling stop vehicle is in 
operation , the comfortableness in the vehicle can be 
maintained. As this occurs, although the one-way clutch 
22' provided on the crankshaft 2 is locked up, since the 
one-way clutch 22' is mechanical, there is no need to 
control the one-way clutch 22 ' using the ECU. Similarly, 
although the one-way clutch 22 is locked up when the engine 
is started up, there is no need to control the same. 
[0042] 
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In addition, while the vehicle is run by the engine 
1/ by operating the motor 12 as an electric motor, the 
engine 1 and the motor 12 can both be used to drive the 
compressor 4, and the motor 12 can also be used to assist 
the engine 1 in driving to thereby enhance the fuel economy . 
Furthermore, when the air conditioner is switched off, 
the auxiliary unit clutch 23 is switched off so as to 
decrease the friction to thereby enhance the fuel economy 
further . 
[0043] 

Furthermore, since the driving system 10 can attain 
the respective operation modes with the single motor 12, 
the number of components involved can be suppressed so 
as to reduce the production costs, and since the torque 
generated by the motor 12 is amplified by the planetary 
gear mechanism portion 13 and is then transmitted to the 
engine 1 and the compressor 4, the motor 12 can be made 
small in size and light in weight. 
[ 0044 ] 

Then, since the pulley 11, the lock-up clutch 21, 
the motor 12, the planetary gear mechanism portion 13, 
the one-way clutch 22 and the auxiliary unit clutch 23 
are disposed in line on the same axis C and are coupled 
together in that state, there is no need to provide a 
power transmission component such as a gear and a belt, 
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and therefore, the number of components involved can be 
suppressed, and power can be transmitted with good 
efficiency. Furthermore, even in the event that the 
driving system 10 is attempted to be side mounted on the 
engine, the driving system 10 is easy to be mounted on 
the engine while avoiding the interference with the intake 
and exhaust manifolds. 
[0045] 

In addition, since the pulley 11 and the lock-up 
clutch 21 are arranged in the nest construction, the 
resolver 59, the projecting portion 46 and the ball 
bearings 47 are arranged in the nest construction, and 
the ball bearings 49 and the oil seal 51 are arranged 
in the nest construction, the length of the driving system 
10 along the direction of the axis C can be reduced. Due 
to this, the mounting properties of the driving system 
10 can be enhanced further, and the in-line connection 
of the compressor 4 can be facilitated, thereby making 
it possible to enhance the degree of freedom in the lay-out 
of the components. 
[0046] 

Note that the invention is not limited to the 
embodiment that has been described above but may be 
modified variously; for example, as shown in Fig. 15, 
the compressor 4 and the motor 12 may be connected to 
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the other elements of the planetary gear mechanism portion 
13 , respectively, such as the compressor 4 being connected 
to the sun gear 17 and the motor 12 being connected to 
the ring gear 18. 

In addition, while the driving system is connected 
to the crankshaft 2 via the crank pulley 5, the belt 8 
and the pulley 11, depending upon the installation space, 
it goes without saying that the driving system 10 may 
be direct connected to the crankshaft 2. Similarly, the 
compressor 4, which is connected to the driving system 
10 in line in the embodiment, may be connected to the 
driving system 10 in parallel via a pulley and a belt. 

Furthermore, other auxiliary units than the air 
conditioner compressor 4 such as a transmission hydraulic 
pump and a water pump may be connected to the driving 
system 10 so as to be driven by the motor 12, as with 
the compressor 4, when the engine is being stopped. 
[ 0047 ] 

Here, in case a variable-capacity compressor 4' is 
used for the compressor 4, since the work volume of the 
variable-capacity compressor 4' can be varied, the 
friction can be reduced so as to improve the fuel economy 
without providing the auxiliary unit clutch 23. In 
addition, in the event that the normal compressor 4 is 
driven by the motor 12, while the compressor 4 is allowed 
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to be driven without being restricted by the friction 
of the engine 1 through locking up of the one-way clutch 
22, in the case of the variable-capacity compressor 4', 
since its load torque can be varied, the variable-capacity 
compressor 4' can be driven by adjusting the load torque 
thereof . Consequently , the one-way clutch 22 ' can be made 
unnecessary . 
[0048] 

[Advantages of the Invention] 

Thus, as has been described heretofore, according 
to the first and second aspects of the invention, since 
only by controlling the connecting means and the motor 
it becomes possible to implement the various operation 
modes such as starting up engine and driving the compressor 
by the motor, as well as driving the auxiliary unit by 
the engine, the comfortableness in the vehicle can be 
maintained even while the engine is being stopped during 
the operation of the hybrid and automatic idling stop 
vehicles . 

In addition, since the planetary gear mechanism, 
the motor, the connecting means and the auxiliary unit 
drive shaft can be coupled together on the same axis and 
the auxiliary unit can be connected to them on the same 
axis , power transmitting gear and belt are no more required, 
thereby making it possible to reduce the parts costs and 
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the weight of the system. In particular, in case the 
driving system is disposed substantially in parallel with 
the crankshaft, it is easy to avoid the interference of 
the driving system with the intake and exhaust manifolds, 
and hence the mounting properties of the driving system 
can be improved. Moreover, the degree of freedom in the 
lay-out of the same system can also be increased. 
[0049] 

According to the third aspect of the invention, since 
the motor torque can be amplified through the constituent 
elements of the planetary gear mechanism, the motor can 
be made smaller in size and lighter in weight . In addition , 
in case the auxiliary unit is direct connected to the 
drive shaft, since the shaft of the auxiliary unit does 
not have to be formed into a hollow shaft, a scroll 
compressor can be connected to the driving system as an 
auxiliary unit so as to be driven by the same system. 
[0050] 

According to the fourth aspect of the invention, 
since the nest construction can be adopted in which the 
connecting means is disposed in the interior of the pulley , 
the driving system can be made shorter in length along 
the axial direction, whereby the mounting properties of 
the driving system can further be enhanced. 
[0051] 
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According to the fifth aspect of the invention, since 
the planetary gear mechanism and the rotational direction 
restricting means can be lubricated by sharing the single 
oil chamber, the lay-out of the lubricating oil path can 
be made simple. 
[0052 ] 

According to the sixth aspect of the invention, since 
the driving system and the auxiliary unit can be laid 
out according to the available installation space of the 
vehicle, the degree of freedom in installing the driving 
system in the vehicle can be enhanced. 
[Brief Description of the Drawings] 

[Fig. 1] A front view of an engine according to an 
embodiment of the invention. 

[Fig. 2] A longitudinal cross-sectional view taken 
along the line A-A in Fig. 1. 

[Fig. 3] A detailed cross-sectional view of a pulley 
and a lock-up clutch. 

[Fig. 4] A detailed cross-sectional view of a motor. 
[ Fig . 5 ] A detailed cross -sectional view of a planetary 
gear mechanism portion and a one-way clutch. 
[Fig. 6] A detailed cross-sectional view of an 
auxiliary unit clutch. 

[Fig. 7] A cross-sectional view taken along the line 
B-B in Fig 5. 
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[Fig. 8] A cross-sectional view taken along the line 
D-D in Fig. 5. 
[Fig. 9] 

A speed diagram of respective elements of the 
planetary gear mechanism portion when the engine is 
started up . 

[Fig. 10] A speed diagram of the respective elements of 
the planetary gear mechanism portion when a compressor 
is driven by the motor. 

[Fig. 11] A speed diagram of the respective elements of 
the planetary gear mechanism portion when the compressor 
is driven by the engine. 

[ Fig . 12 ] A typical view of an engine system which 
incorporates therein a driving system of the invention. 
[Fig. 13] A flowchart showing a control flow of the 
lock-up clutch . 

[Fig. 14] A chart explaining conditions of a vehicle 
equipped with the driving system. 

[ Fig . 15 ] A typical view showing modified driving system 
and engine system. 

[Description of Reference Numerals] 

1: engine; 2: crankshaft; 4: compressor ( auxiliary unit ) ; 
10: driving system; 11: pulley; 12: motor; 13: planetary 
gear mechanism portion (planetary gear mechanism); 14: 
pulley shaft (synchronizing shaft); 15: pinion carrier; 



39 



16: rotor shaft; 17: sun gear; 18: ring gear; 19: auxiliary 
unit drive shaft (drive shaft); 21: lock-up clutch; 22: 
one-way clutch (rotational direction restricting means ) ; 
23: auxiliary unit clutch; 24: main body casing. 
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[Designation of Document] Abstract 
[Abstract ] 

[Problem] To provide a vehicle driving system which can 
drive an auxiliary unit while an engine is stopped, start 
up the engine and charge a battery with a single motor 
and a simple and easy construction and which can provide 
good mounting properties. 

[Means for Resolution] A vehicle driving 

system comprising a pulley shaft 14 adapted for 
synchronously rotating with a crankshaft of an engine, 
an auxiliary unit drive shaft 19 for driving an auxiliary 
unit, a planetary gear mechanism portion 13 having 
elements such as a sun gear 17, a pinion carrier 15 and 
a ring gear 18, the pulley shaft 14 and the auxiliary 
unit drive shaft 19 being adapted for connection to any 
two of the elements, respectively, a motor 12 adapted 
for connection to the remaining element of the planetary 
gear mechanism portion 12, a lock-up clutch 21 for 
connecting together the two or more elements of the 
planetary gear mechanism portion 13, and a one-way clutch 
22 for restricting the rotation of the auxiliary unit 
drive shaft 19 in one direction, wherein the planetary 
gear mechanism portion 13, the motor 12 , the lock-up clutch 
21, and the auxiliary unit drive shaft 19 are coaxially 
disposed in line. 
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[Selected Drawing] 



Fig. 2 
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&MM(D&m\ZteVZ>\S.m7 7>y3 L 2 1) Mfe,»fSc75[Hl?E^-7j^^^$iJ 

pj^^iEie^M^ m^immmmiz^-f^uy^^-i ??y^2 2) <h£ 



SS#^=H 10 2 18 6 7 0 1 



Jim a mh^io^ 3s 

«I2002-291330 H: 4/20 



[0 0 0 6] 
[0 0 0 7] 

[0 0 0 8] 
[0 0 0 9] 

© tfriB^E- ^ ^iag $ nx ^ s spfi: t izfcttm \zm$mmmm& l tsss $ n 



Hg^=H 1 0 2 1 8 6 7 0 1 »i2Q02-291330 H: 5/ 20 

[0 0 10] 

[0 0 1 1] 

ifcgs-e&oT, (Mz.&mM<Dmmiz&rtz>7°-ij 1 1 ) 

[0 0 12] 

5 ^fB«bfc^HJtt, Ifstcll 1 J&> bit 3l<Ii4 (Dfanfr\ZtZm.(Dl$.ffi(Dm 
[0 0 13] 

m>$TM6 izmmisfcmwte, m&m 1 ^e»s»*^ 5 <Dfanfr\zim(Dmm(Dm 

§ o 

iiB^ic^n^ mmo&nx^-xizttifoVTmmmmtffimt&u^ 7 

[0 0 14] 

ot, zcD^wommmm&mffitmzmwrzo 
7°i/>7+»-4('iw]w^$n^igift^ai 0 httrnx, z-n^o^-z^y^z t 



S3g#^- = H 1 0 2 1 8 6 7 0 1 4#ljf2002-291330 gj 6/ 20 

[0 0 15] 

1 0<£>— SSUtK^&nfc^-U lit, T-f K^y-U 7 <tK:^;l/h 8 
Ot-^ 1 2^X>^>l<Z)^^-^W> J Ji^l/-^iUTaHgT§<h^tC> 

z.~c\ ?7>?7-v 5<Dmmjjft&%:WE~c7jkis, mmmmi o<dt*~-v 1 

[0 0 16] 

EI2fc:7K-r«fc3fc:, z^y^zs^y h 2 ^isUfflUfBTs:/— U l l BBfb^ 

u 1 1 iipjtiigfti-r^^-^ i 2*«BB«sn, ssk:^— * i 2 ©altera:, y 
7^^uw c/7**u*«) i 3 #ra«igBit stress, y-u 1 nay 

-U yt7h (Rl^ftfi) 1 4^UT^7^Uimi 3©tfx^->+^ U7 
1 5<h^$n, ^E-^l 2«P-^5>^7M 6^tT77^^U»l 

3<w>3^i 7tM$tm^. fix, 77*^'j«ii 3&mm°im 

[0 0 17] 

7°-U 1 1 ©F^g&fcte, 7°-'Jyt7hl4iD-^yt7M6t^ 
immt-fZ Z.tX\ y°- 'J yt7M 4R0CD-7 yt7hl6 LffimmShtto 

1 9 t&&mLTmm-vgz>&-otzfe-DT^z> 0 mmmmmi 9©»cn 



JitHB Wo 14^10^ 3B 
MM^=H 1 0 2 1 8 6 7 0 1 ^12002-291330 H: 7/ 20 

z^vj- mmyjmmm^m) 2 2^m^nx^^>o s/t, iMi#i9© 

2 3^@E«£ftTV>3. ddT, y^t^U^M^13, MUM 

Hll9R[>'7>^x-f^77f 2 211 ^:{$>r-7« 2 41^] (CiR^^nTV^o 

L/T, y-u 1 1, ^e-^i 2, 3, mmmmmi 9, 

#wt-5«k 5 erases nx, sekj^mi o«$nti^ t 

[0 0 18] 

U3tC^T=t-5t, y-U 1 lt^©*^-X2 4©Hf[M2. 6lC«, P — ^ 
yt7M 6£Jfr®nJfg&ROT&2 7 7>1tu7^C^&;&IJ2 ^©Rf^2 7© 
n^ast'Ktt e»nfc*^J©7K— ;U^7 >J >^2 8tct0> 7*-'J 1 1 tf^fctr- 

x2 4tmfegffitc^$nTVi§. 7*-'ji iciflicft x^x-x>->3> 

2 9^ bT7- U 7>-h3 1 $m Ottft btl, il CD y°- \)y°U-h3 1 © * 
temzzf- Uyf 7M4 cDBU^^IS^^nxv^o y- U >^ 7 M 4 ©^Jl 

y— U yf7M 4*iD-^5/t7 hi 6 fclUIEeflEfcXJ#$nT^S. 
y-U"7°l/-h3 lt^-'J 1 1 ©i!SP3 3 tOKtttlWOD-^T'f ^ 
^3 4«^tl, COO-^f^^34i, -7-U-7°U-h 3 1 c/)ifi{#^-e 

CO 0 1 9] 

y-U 1 lte, jaoUf®*^— ^ l 2fflJtciPid^oT§BPT*IS3 

oTEf^nxi^, p-^^v 3 4©^®^«t--75 : -3.7 c^^y^y 

U— h) 3 5 WxDttttbtlTt/^ ^©7-7fa7 3 5H 'J-777°U> 
^3 6(Ccfc0ttt&£nTO-^5V 3 4©tli:lil 1 ^cD^fJTT-T 
fa73 5 <h7°-U 1 1 3 3 tWfBMLT^S. fit, y-'J 111*1 

OMP-r;i/2 5[:lit§<h, 113^^2 5 dfg^-f -M&^fCcfc D T—^^ 
a73 5^y-U 1 Sfc&tfSfrL IO^it7-Tfa7 3 5 £ 



JitB B «14^10^ 3B 
jg#f = H 102186701 1fgg2002-29l330 H: 8/ 20 

7-U 1 lCDtuH^3 3 ■?\Zt£'DT^Z> o Ifc^T, 7°- U 1 

lOrtfflSPttt, 5, 7-^5Pn.7 3 5MV-'J 1 1 g#©fult 

015 3 3^e>^^>«a^coa^^^^^2 l^KISSns 9* 7°-U 1 1 

[0 0 2 0] 

^ U7 1 5 izmmznx^&o Lf^bx, mm^^y^2i^m^m (on 
C mm i 3 £-#ft:-r#sfc«>, u >?¥"Y 1 8 (3g^$nfcMW»]t4 h^d 

7-^3. 7 3 5 t7"-»J 1 1 <Dmm^3 3 t^ifltfcti^, BIS^ 

7 7^2 1 comrnxm (off) tt§ 0 

[0 0 2 1] 

13 4 (^T^ 5 t-^12©o-^3 9li ^©^Jl^llifc©^^ 
h3 8£{f7l, Xf-^4 2H h 3 8 <hg7b"[^TM[S]@SS^n3+g 

t^$tl§St© ; E-^3'r ;U4 l£tfiix.T^3 0 7nT- ^ 4 2 teW^r— 7s 
2 4<7)|*]||tC®;££n, ^n-f ;i/4 1 KUtS, Vffi, W*g<Z)lM«tfit£#fc 

— h 1 6S.t>V-U yt7M 4 te, n-^ 3 9 CO U — $ H — p 43$ 

ilSCilfobTlIlTt^. 0-^->t7 h 1 6 \Z&tfZ> U — 9 3 — 2 4 3 t 

mjjfa-rsmfezmmztz, ^©^mi^7 7°5K>7W>&£n, z:©x-7^-r> 

4 ^n-^ 3-^7 4 3/W£A£n&£<bT, D-^>^7 M6iD- 
^39 £;W£-£nW3„ 
[0 0 2 2] 

* 2 4 Kte, ^-^ 1 2 t7 7^^ UtHTO 1 3 £<7>fl^PH|f 4 5 j&* 
mfZn, =E-? 1 2«, -^(Z)tu^^^W*^-7x 2 4(7)miil2 6]RtfBSil4 5 

^bm^©r^Pffi^#-r^ct^ \zm^nx^^ 0 ifWr-T, 2 4©sriii2 6 k« 



ii#§ = H 1 0 2 1 8 6 7 0 1 #ii(2002-291330 H: 9/ 20 

7M£n> CICDSSDffiLglU 6CDftmi^C«tf;-;i/^7'J >^4 7^gf$nt 
t^£ 0 M**T-7>. 2 4CDRSH4 5(Cfe, MII2 6 chlwlti, D-^yt7h 

1 6<DlEm^=E-^ 1 2W^ffi£i*T&33fi«9mbg|U 8^M^n, 310 tB 

v^4 8(D\Hmmzit^-)i^7v>^4 9^mm^nxh^ 0 fix, 

M7'J>^4 7, 4 9l:i^ P-^ y t 7 h 1 6 2 4 

4M^nt^5. d<IT\ PSM4 5 <Z)?S<9 tHUg|5 4 8 CD[^Jlg[5T^^ 
M7U>^4 9(DfjyjHtt> 3SDffit^4 8 (Dl^mm t a-? 7 b 1 6 CD 

[0 0 2 3] 

□ -^yt7hl 6 <D7,7°7^ >7MgG4 4 CDfffTm^ fS^C ^SMSST £ 

■fe>+htH K 5 4^/dEA^n, -fe>it^-T H 5 4 <D'i%M 5 5 CD— g|^jf£HM 5 2 
^^^-T^ilchT. -fe^tf-f F5 4CD{4B&&/^£nT</>£o -fe>iJ-#-f F 
5 4{3«> ?I0ffiLg|54 6 ^jitj-TM77^Mm^naT-A§B5 6^ff^^tlT 

5 7^gf$n> ^fc, ^cDi/^/;wtP-^ 5 7 t&jjfinsttmmisn&uv 
;u/n*^t— ^5 8^^-7 2 4CDrtJi^^rxD#^^tii:t/^ 0 z\nt>-t> 

-tf-#-r H5 4, y^WtD-^ 5 7 ^^W^/Ur-^ 5 8 kick 0 l/VMl/A ( 

EHB-fc>u-) 5 9a<«/££n, h/;wcd-^ 5 7#o— * 3 9 t^fcune-rs 

9 <h5S0fflbgB4 6S^-M7'J >^4 7 tttg*|6]T^«k5 
[0 0 2 4] 

4 2(D'&3]\Z\$. grftOl^-^n^ )V4 \Wl±*1feW?Z>Wfc<Drt7. 
■J >^6 ljWKWfcftTl^*. /UU >^6 1 CD_tgB<h> *Wr—7,2 

4 0±BBC3msnfcflii^2/ 77, 6 2 t©Hi:lt ^fficDWtt^^f^-r^ 
fefeCDia«^6 3#*6BJR$nTV*<5. ^Lt, ^n^/UU >7 J 6 lR^ieii 

6 3 t^ofcIBWI5 a n p6 0^\ 3SDttiLslS4 8, ^-JK7U >7*4 



li#^=H 1 0 2 1 8 6 7 0 1 $502002-291330 gj 10/ 20 

uT, 6 4«tufB-- KM7U >^3 2 £-*Hcf£ttbn£ ~- FJK7U > 
^T$>3 0 utlb--HM7U>^3 2, 6 4^>-;i/ti#g&WU K 
>^3 2, 6 4©f B 1t$oTD-^yt7 h 1 6 U yf7hl4 

£ © \Z ^ 1 J X £ ^ A T # £ J: -5 o T V ^ . 
[0 0 2 5] 

(. tfif^^fVmmBl 3(D-^>^ 1 7 «lt^§. 7-'Jyt7h 
7 1 5 OlK^ffl 6 6 ^7 y 7 -f > KlTgJSS ^tlT, 7-Uyt7hl4t 

>^t'J7i5t^^nti^. ftr, miMi 9<otrSBapfctt, y 

1/- h 6 7 ^bT'J > W 1 8^$nt^5o Z\Z\X\ m 7 5 
\z, y^^'JlIll 3«^iJ(Dt 0 -^>^-V 1 5 a*WTS^>^;Hfn^- 

k-t>^tl5a^l, U >#*f*r 1 8^3 5 *l 

f [0 0 2 6] 

S&1 3#J^m2i±T&£3I9ttiLgR6 9/WM£n> £ ©3S 0 fcH 6 9tctt 

^tf'f K7 1, #AA-y7 2 K^IiiilA 1 9\Z£K>mMi£<D r 7> t yx.'(? 
7 7f2 2«$tltl^„ ^©•7>'j7ni-r V^yJ-2 2 \Z^K>. MtKKSbHl 

^p©ia!^iBioh;u^j&*in*Dofci»tt, %&/t—y 7 2<Dmh$k\z&K> 

mmmmm 1 9 5 y^#-r k 7 1 Kfi^&rs cit^oiig^j^ns. 



tStliB Wcl4^10^ 3B 
gS#jf=H 1 0 2 1 8 6 7 0 1 ^2002-291330 g: 11/ 20 

7U>^7 3, 7 4^g^f$n, ^n^#-M7U>^7 3, 7 4 Kick 0, II 
[0 0 2 7] 

D-^yf7M 6 CD|«(C«U >y^COX>F/\°-^ 7 5*<St$n, 
X>H/\°-^/7 5 tCcfcOD — ^->-v7 h 1 6(7)«®7 6rfMJ&ZtlT^Z>, * 
K-mt'J7 1 5 Kite, l«®7 6£«l»C#faT#fflT*S«i5 7 7 

«^nt^i). ^n^mmi 6 7 7 wj > 

^7 8**EI8$n, tf-^>^^ 'J7 15 ta^yt7 M 6 tOHI^CS 

x 7^ 5«k 5 tat) t^5. mmz, mwmmm 1 9 kiMc£ 

ti§i«S7 9 k°-^->4-v U7 15 l:M$ntffSS®7 9 hmUC^faT: 

itifc?z>®.w&fm& i ^^Kitex^ h^7U 2mm^n, tf^t 

[0 0 2 8] 

ffit7"-'jyt7hi 4<Dftmwt.<pw&>'--)v-Tz>-*'( )Vis>-)v% stimmz 

5 l^gf^tl, Lfc^oT, 2M*:^-7,2 4|*]©IM4 5 t£7j ©^Bflte, #^ 

-r;i/->— ;i/5 i , 8 4, 8 5 i:«fc o ->Hi/$nfeiflis 8 6 1 bxt^sns 1 1 

Bfffi^oTV^. D-^y t 7 b 1 6 Hltt5#-M7 'J >^4 9 

> WllSlil 9^jtt§^-JK7 l J>7'7 3, 7 4 t>?4S8 6 1*1 £13 

[0 0 2 9] 

UligK 1 3 ©i^T^^T*fty-7 2 4 ©ftEfiSKte, 



jffcfci 0 ¥tfc 14^10^ 3B 
§lt§=H 1 0 2 1 8 6 7 0 1 ^E§2QQ2-291330 H: 12/ 20 

^E-^ 1 2©IB«^6 3W^'^X6 2l^]tfn]^^TieM$nTt/^o £fc 

iM8 7«$nti^. fix, @am^6 3oTO(c^^^>nfe#+i^ 
> &*#;uh 8 9fc=fc^§£-£nw£o 

[0 0 3 0] 

h 9 l^g^^n, P — ^yi/-h9 l^X^X^>v-3 >9 2^LT 
(._ n-^015 9 3 £ili§-£r£ turtle zz>7V^lt4©M^^«R« : ^4 a^tHJ^ 

^^n, ^©rw^m a (D^mmzmi t>ntctm<D#--)i>'<7 v >^9 skij; 

9 P-^£G9 3 £RWgB4 a £/^0iEiffi<h£nW3 o 

0-^^9 3(1 ^O— j2CDDf®^n>yi/«y+h4{|Jl^fS]^oTWP-r 

§ffl§=KD^^^(c^^n. -e©^^('Mp-r^9 4^iBis^nT^§„ 

?y°U-b 9 1 to — ^7 015 9 3 ©fult£R9 6 M^(OT-^^^T 

V 79 9 7^@Bt££n, R«^4 a ^ £iu77 ^ttT^IMfi 4 b 
Ig^^tlTV^o Z — J- 4 7, 9 9 7(DiICtt7--?fa7 9 8 **5St 0 
m-fZtl, 'J-7X7'U >^9 9 t i D#i$nT7--7^a7f^ 7^ 9 7 (7) 

[0 0 3 1] 

f LT, iiE3^^9 4ilML, T-t^zlT9 8 ^o-^g|5 9 3 CDtuli^ 
9 6l:PM$t?)^<!:T, ttf$^^2 3rtM££rt*c?J (ON) <hftD, *fHM 
Klil 9© h;i/^^M«f*4 b^eiS^ch/^^ 0 P > "7° 1/ y it 4 <DMW] 

)!)W ( i:ttM1^77?2 3MtI (OFF) 

^ 1 2<hV^fc»j^#^y^^^U^rai 3£>M#K:BEeU Si"Cc65^> 
7>7^4^7°7?^UIMgM 3(7)^, OSD»J73M©S^J^gagUfc/fe 



fltBB W-f&l 4¥1 0J3 3 0 
llf^-H 1 0 2 1 8 6 7 0 1 MI2002-291330 gj 13/ 20 

[0 0 3 2] 

09 (Dmm%m\ZK-t£?iz, 1 2\z&%x.>z;>mhmz\z, m&y 

LT> t-^ 1 2 LTIEf5;SlRl OWfE^epP ©hM^M 

£i±. P-^y t 7 h 1 6 iit(:+)">^ 1 7 M^t§, 7°-'Jyt7hl 
4§^L/Tl>y> 1 <h^^n^t°n^->^-y U7 15 K«X>^> 1 ©7 
U^S/3>7^teoT^£fc#>> \±-3ry^\ 15a^lT'J >^4 :J r 1 8^ 

tzmmmmmi 9\zv><y^ z^v^-z 2\z&v)W\-ztix^z>tzsbWfc-%fa 

\Z\*\^&Vt£^ 0 Vfctf^T. 77^^UIM1 3te> U>W18W 
£tl, it>^^l 7ihf-^->^^UTl 5 i<7)W"eiHl^it^U4 : 1 
jg«|iLT»jf^T^^<h(h^t). — 9 1 2<£>,^4f£© hJ^T7°-U h 

3T«S££*15£«>, 1 2£&5|5®J^j^«TlKIfr£i*-£ 

[0 0 3 3] 

mmmmizit, «^77f 2im«i^u 7 7^uiigKi3M 

ttltt?), fit, ^r— ^ 1 2 ^IfcTjft© h;i/7£?S££-tf\ O — ^zy^y 
b 1 6 tmz+i-y^ 1 7 £ggifr£i*S. y-U i/^y M 4f^bTI>y 
>1 <h31^^n^t:-^->+^ U7 1 5^«x>> J >l©^e77fp|©7U^v3 

U7 15 j&*BJt<*n, 17t'J >^-t 1 8 fcOWTEHgJfcjWKl 3 : 1 

t^i31tlW5:ti/iD, 2©l^3{g©h;i/7TilI 
»jf4 1 9 ^mWi^^XU >y°Uy-&4 £{1=»j£-fci:& 31 £/^T#£o 7°^ 
**UtR«8Bl 3 K£OM3I£n£fci6, ^-^ 1 2 Sr^OJ;^Siii^Tffi®i 



HfcHB Wcl4^10J3 30 
jg#§=H 1 0 2 1 8 6 7 0 1 ^12002-291330 gj 14/ 20 

[0 0 3 4] 

^77^2 1 ^ttltb, 7-U ->t7M 4tD-^yt7h 1 6 t*m 

-swmtT&o o^o, t>^ti 7 itf-pt>+ j rU7 1 5 t^^^si^-r 

%o fit, ^T^'JWSl 3£WM^tg£&0, y-U 1 U^>7V 

ctE^LT«g»j-r^)C«i:i:^o> u^iT^-^i 2 zmmmtL-xmrn-rz 

[0 0 3 5] 

blU 1 4\Z.m-3^XWLW-T%><, Z\Z\X\ jtfiiBx^^XxAiite, 11 2Ci 
[0 0 3 6] 

ECUH Elg^^^5^2 l^iHI^^^^2 3^«M^tC^M^n, ullb 

>> ? >i^bM«Wif^[Hi^{f-§-^A77$n, x>^>g#:^h;i/^^^§ 

£LT^3/^7^£¥lJI$frU mk£'M^^.y5P2 1 *«-&JKJB (ON) , X 
(OFF) t-rZ>m^&$£3iZl±Z> a Z\Z\X\ Z\(DJL>z/>i/X^A 
\Z&^X\Z, 3Lyi/>l(DZ7>2is\7V2(DmtNZ. tufB I 7> r 7^-r 9 <y v 
3 L 2 2tW\m, ltiC©7>^xl'777f 2 2' ^ttbtlTl^o ZLtliZj: 
K), ^7y>^7zy^y b 2<Dm&ftmffli£n, l 2 tc J; &ffiffimWM\Z.X.> 

[0 0 3 7] 



Slg^ = H 102186701 #112002-291330 H: 15/ 20 

^¥Uif1"^o NO<Z)±J£- (S^^7 7f 2 l^MIt*§i^) fete, 7t 

[0 0 3 8] 

BlS^7 7f2 1 rtH^tKfiT & Z> m^) \Z\Z. X t- v -f S 6 \Z & V i T»«*f 
i^OFFt*5^fiJ»ft5. NO©i^HiifO^t-l0j!!lI^7 
L, YES (DiM'aiZ friX ir \v "7° S 7fc*ViTX>S?>oateJKIi*JNIWrbfc^ 
T^yT/S 8 f^^TiiS7 7 7fOFFi^$|±i*lT-i0Ml&ll7t§ 

[0 0 3 9] 

>^lhtlt^oTX7XVOFFti©tfCH E*g27^y^2 lttOFF 

, 2 2' &Om«^ 77f23 ©^H«P^t)7^^ 0 

X>^M-fih^Ta5oTXTzi>ONi|7Cli© < h#}Ctt, ffi^^^ 
2 1«OFF^n, 7>7i^^77?2 2tt7U-, 7>7i^^7';f2 2 
' «Oy^ lill^^^^2 3 fiON 2tlW£ 0 f U, t-^12 

[0 0 4 0] 

X>^>S&ft««0<!:#tc:tt, Bl£^7 7f 2 KiOFF^n, 7>^7 
i^77?2 2H07^ 7>7i^^77?22' «7'J-ci:^nT^§. 
fit, t-* 1 2^ZESLT«®]^ff ^X>^>^/7^>^>//-r^ 0 



mihB ¥fi£l4f 10^ 3B 
3gg#^=H 1 0 2 1 8 6 7 0 1 &BS2002-291330 gj 16/ 20 

f2 1^ii^77?2 3ttON$tl, 7>^x^^777f2 2, 2 2' «7 

7f21ttON, ii^7yf23IJOFF$n, t 7>^7x-T 9 7 y ^ 2 2 , 2 
2' tt7'J-t$nT^-5. L-T, ^E-^ 1 2*«iElEl>T*i!lXtt*«*ff "5 

o 

[0 0 4 1] 

±3zBLfc^MC0^{3cfcn^> ^M©x>v>S/X7=-A{Cig»jSSl 0 

iitSuto^t, x>s?>i©i&ifr, x>> f >i/&^it4 j (D=i>y^-/+f-4 
(3*3^^x>^>i^ihB#fc ! fo, ^ — *? 1 2\z<kz>n>yuyy-4m<Dffimm& 

, Z^ZsOis^ ~? h 2 fctfctt^nfc^^x-r^y^ 2 ' tePy^tfUT?* 
3&5?tt&V>. X>^>^»jB#(C«7> r >ai-r^^^^2 27&*Oy^#C 

IS <h ft § ^\ -t <Dffim Itft 5 v j . 

[0 0 4 2] 

&fc, jL>i?>i\z&.z>j£ff$>\z\** 1 2*mmmt.isX\ / Emi£^z>z\ 
tx% x>^> 1 t=e-# 1 2 t^mmvxzi>-yuy^4^mW}X^^tmz 

, x>^>i*K»*||&LTjSK*©iRi±*0ac: < i:*«T#*. xyn> 
OFFWtttH Hl7 77f2 3SOFFlT7'J^'>a>*i»U 

[0 0 4 3] 



fStBS ¥^14^10^ 3 B 
§Ig§=H 102186701 #112002-291330 H: 17/ -20 

l 2<Dh)V#&'77*?vmmtoi 3 lc:«fc9tHgLTx>>>>i 

[0 0 4 4] 

, U>0^ 2*7*/ J- 2 2RZSmm^77y^2 3 &m—®l1&C-t\Z\$.mzmW£ 

SI 0£X>^>K1M h'7-7 > h b^Tfe-f >f-^7" $-JP KMX 
[0 0 4 5] 

* > 7- U 1 1 fciMS ^ 7 5; ^ 2 1 £ ^Anf«lT * Z> £ #k \Zs V V)Vn 
5 9 <h3S0tbbgR4 >^4 7 £ ^Atl^flfti £ 9 * d^E 

mgPiS6 0 <h?IOtBU§|54 8 » ^-JK7'J>^4 9M'^;k>-^5 lt^ 

[0 0 4 6] 

cio«^tt±asmfi©^iefciR^n* , en^fctgi i 5 
t\&mzmm-zn&n>7uyy-4&> y°- u & # h # vxmm \z mm 

[0 0 4 7] 



jffc±JB Wcl4¥lO£ 3B 
11#^=H 1 0 2 1 8 6 7 0 1 43^2002-29 1330 H: 18/ 20 

2' ^D-v^tsnttctt), x>v>io^u^'>3>^M^$n-r^i3>y 

h;i/^SrnTSg$-&SClt*«T#Sfe8e>» I>y>107'J^ya >©fHHil*l£& 
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